
PIG Instructions 
CYA 
When your PIG is delivered and in the presence of the UPS driver, document any damage to 
the carton on the delivery receipt before you sign. This will protect you from any responsibility 
due to any shipping damage that might happen during transit of your PIG. 
Notify Box 3 Manufacturing immediately if there is any damage, 
www .personalindoorgarden.com. 

The packaging has been specifically designed to ship your PIG safely anywhere in the World 
by UPS , so you will want to save all your packaging materials in event of having to be shipped 
elsewhere, stored or returned. Packing materials can be collapsed, stacked for easy storage. 

UNPACKING 
After plastic straps have been removed, cut the packing tape with a short knife . Be careful not 
to cut into your PIG. Unfold the carton top and lift the top section of the carton off. This will 
require 2 people. Remove plastic wrapping with scissors. 
Carefully remove the PIG from the bottom of the carton. Remove any surrounding packaging 
materials. 
Do not lift the PIG from the top, only from the bottom. 
You will require 2 people to do this. 
Open the PIG's top entry door and remove all accessories and foam packing inside. Be careful 
not to disturb any internal components while doing this. Remove any zip ties that have blue 
tape on the ends. These zip ties are for shipping purposes only. 
Now you are ready for SET UP. 

OVERVIEW OF EQUIPMENT 
The PIG has two timers. One is for lights and one for water. Lights should be operated at 
night when temperatures and humidity levels are lower. Water should be only operated during 
lights on cycle. Set lights timer to 18 hours on and 6 hours off. Set water timer to run 3 times 
for J,2 hour each during lights on cycle. Evenly space the watering times during lights on. 
Setting ON/Off periods: 
The Timer can set up to 48 On/Off commands a day. Pull up all pins that correspond to "Off' 
time. For desired "On" time, make sure pins are pushed down. 
Each pin represents 30 minutes: 2 pins = 1 hour. 
Setting time: 
Turn dial clockwise until triangular pointer is pointing at actual time. Be sure timers are set to 
TIMER ON. 

Next to the light timer is the air pump that puts oxygen into the reservoir water through an air 
stone. Air volume is adjusted manually , 113 volume recommended. The reservoir will hold up 



to 10 gallons of water. 
Do not overfill reservoir. 

A dip stick to measure water level is in the reservoir fill tube located at the top of the box. 
Attached to the dip stick is a small clear vial to retrieve a water sample for testing PH, PPM, 
etc. 
To retrieve a water sample, turn the dip stick around and lower the sample vial down to the 
bottom of the reservoir. 
When checking reservoir water level , make sure the dip stick is completely down to the bottom 
of the reservoir. The clear plastic vial should be below the top of the white fill tube for an 
accurate reading. 

WATER 
There is no need to change the watering schedule when you go from vegetation to flowering on 
most plant strains. Check the plant strain water requirements and adjust if necessary. 
A well water supply is not recommended for PIG use. Check water supply PH before use. 
If you live in a cold climate, then it is recommended that you use room temperature water to fill 
your PIG reservoir, as very cold water will shock your seeds. 

IRRIGATION 
At the bottom of the grow chamber are 4 white PVC collars. These collars hold the grow 
baskets and grow medium. Each collar has a water nozzle attached to an irrigation hose that 
runs to the water pump located inside the reservoir. These water nozzles have been calibrated at 
the factory. 

INSTALLATION OF LIGHTS 
Inside the PIG there are 4 (4pin) 125 Watt 6500K CFL replacement light bulbs. Carefully 
remove their packaging, holding the base of the lamp. Do not handle by the glass. 
Insert each into one of the 4 pin light sockets located on each right side arm. Push the lamps 
tightly into the sockets by holding the base of the lamp. You should hear a "snap". 

Enclosed in the PIG are 4 rectangular li ght reflectors with 2 Velcro strips on one end. Peel off the 
protective film from both Velcro strips on the reflector and mount to the base of the CFL light, so 
that most of the reflector is directly over the light. 

OPERATION OF LIGHTS 
Lights should be on for 18 hours and off for 6 hours during vegetation cycle. This cycle may 
last 1 to 3 months , depending on plant strain. For the flowering cycle, set the lights to 12 hours 
on and 12 hours off. This change in light schedule will induce flowering. Flowering times may 
vary depending on plant strain. (1 to 3 months). lf you are growing an auto-flowering strain , 
there is no need to change the light cycle. The 4 125 Watt replacement CFL lights should have a 
reflective mylar reflector, which is attached with Velcro. (Reflectors supplied). Reflectors will 
not burn on contact to bulbs. 
The height of the grow lights can be adjusted as the plants grow by sliding the lights up and 
down on the two outer air tubes. The angle can be adjusted by turning the end of the light arm. 
You can place the lights within I" of the plant canopy if desired. 



PLANTING YOUR SEEDS 
The grow medium is Rockwool cubes, which are supplied. Fill the plastic grow baskets half 
full with Rockwool cubes, then place you favorite seed in the middle. Fill to the top with more 
Rockwool cubes. Do not press/pack cubes in baskets, as you want very little pressure on your 
seeds. 
Place the baskets into each basket collar. You may have to carefully remove water nozzles to 
place the baskets in the bottom of the collars. 
Make sure water nozzles are firmly placed back into the collars. The baskets must be under the 
water nozzles for proper irrigation. 
There are 4 round reflective discs with a hole in the center enclosed in the PIG. These discs are 
placed on the top of the grow baskets to stop mold or algae from forming on the grow 
medium. The plant grows up through the center and the discs are left in place until harvest. 
If you are planting rooted clones, you will have to carefully wash out the soil medium then 
place the clones roots with Rockwool cubes together into the grow baskets. Pre-soak the 
Rockwool cubes over night with \4 strength nutrient solution. 
Place the reflective discs around the clones. · 

FILLING RESERVOIR 
The reservoir will hold 10 gallons of water. 
Fill the reservoir from the top fill tube , you will need a funnel. Check water level with the dip 
stick located within the fill tube. The top of the black mark of the dip stick means - FULL. 

Do not over fill reservoir. 
Note: If the PIG is place on a carpeted surface it will leave an impression 
in the carpet that might be difficult to remove. The weight of the PIG will 
cause this when water is added. Use protective covering on carpeted 
surface. 

ON/OFF 
The PIG's On/Off switch is located on the back panel of the PIG. Before you power up the 
PIG, make sure your timers are set to ' 'Timer On" position and the reservoir discharge switch 
is in the "Off' position. 
Set both timers to the current time of day. 
Above the On/Off switch is a 10 Amp circuit breaker. Make sure your PIG is at least 6" away 
from the wall for proper air flow. Turn the switch on and start growing. 
If using a cover, make sure exhaust and intake openings are clear. 

DRAINING 
Draining or flushing of the reservoir water is easy . Next to the light timer is a black hose. Place 
this hose outside the box and place the end into a container. Turn the switch located next to the 
water timer that reads "Reservoir Discharge", to the On position and the reservoir will drain 
within minutes. Refill the reservoir through the fill tube located at the top of the box. You will 
need a small funnel. This fill tube has a white PVC cap on it. 



To completely drain the reservoir, first, drain using the reservoir discharge system. The 
discharge pump is located at the rear of the PIG, leaving about 10% of water in the reservoir. A 
wet vacuum will remove the residue. Simply, remove the dip stick, place the end of the wet 
vacuum in the reservoir fill tube and turn on. Any remaining water will be vacuumed up and · 
out through the fill tube. 
If your PIG is equipped with a clear Reservoir Discharge hose, then raise the hose to drain any 
water residue in it, before you hang it back in place. 

PH WATER TESTING 
Located at the other end of the dip stick is a small clear plastic vial. To obtain a water sample 
for testing, turn the dip stick around and lower the plastic vial end to the bottom of the fill tube. 
You only need the vial half full to do a PH test. A PH test kit is included. Follow PH Kit for 
testing instructions. The water will change color. Match the water color to the chart on the PH 
test kit. Crystals are included to adjust the PH up or down. The best way to do this is to 
dissolve crystals in a small amount of water, then add to reservoir. It may take some time for 
the PH levels to adjust. Remember there is 10 gallons of water that needs to change its PH 
level. The best PH level is 5.5 - 6.5. Do not rush the adjustment of the PH. You can run the 
water (irrigation) pump to help circulate water in reservoir. Remember to reset pump timer after 
PH testing. 

ODOR CONTROL 
There is an active Odor Control system incorporated in the rear of the PIG. 
Air travels through an air manifold , over a pool of odor neutralizer gel , then expels out. 
To activate this system when needed , if needed, remove the black access plate which screws 
on to the right and off to the left. Inside you will see a white PVC cap. Unscrew this cap and 
turn it upside down and fill the cap with odor neutralizer gel. Pour contents of cap into the pipe 
which you removed the cap from. Replace cap and screw back on black plate. 
Careful, not to strip or damage the plastic screw threads, on the access plate. 
(A trick I have learned): 
Turn the plate counter clockwise until you hear a click, then screw clockwise. 
Odor control is now activated. Repeat procedure as necessary. The odor neutralizer will 
evaporate over time, leaving very little residue. 
To clean odor manifold, simply vacuum residue out through the fill tube every few months or 
when needed. 

CLEANING 
After each harvest, you are going to want to clean the inside of your PIG. Turn off and 
disconnect the power. Remove the three large Phillip screws from the bottom of the front panel. 
Remove the 9 smaller screws on the sides and top of the front panel. The front panel will then 
separate from the PIG. Remove the front white reflective panel and handle with care. Do not 
scratch the reflective surfaces. To loosen the airtight seal on the 2 center air tubes, you might 
have to lightly twist and turn the air tubes at their base, to release the seal. 
Carefully lift the 2 center air tubes out of the PIG. Do not put fingers in air shafts. 



This will allow total access to the interior of the grow chamber. Carefully pull out the 4 water 
nozzles with hose attached from the basket collars 
Do not remove calibrated water nozzles from irrigation hose and keep all hoses attached. Lift 
out the bottom reflective surface from the grow chamber. 
Lift and remove the black 4 hole basket collar panel with white PVC basket collars attached. 
Clean reservoir with pure water and 1 teaspoon of bleach solution per gallon of water. Clean all 
reflective surfaces with pure water and mild liquid dish soap. Use only soft cotton towels to 
dry. 
Do not clean light bulbs with lights on. Be careful when cleaning, there are sharp set screw 
tips inside reservoir and interior back of the PIG. 
When, all parts are clean and dry. Then reassemble. 
Do not over tighten screws. 

ACCESSORIES 

The PIG is shipped with the following accessories: 
PH Test Kit 
PH UP Crystals 
PH DOWN Crystals 
Bag of Rockwool cubes (1 year supply) 
4 Reflective Mylar light reflectors 
4 Reflective Mylar medium protectors 
4 reusable plastic grow baskets. 

REPLACMENT PARTS & ACCESSORIES 
Replacement 125 Watt CFL bulbs can be purchased for $15.00 each. Or 4 for 
$50.00 
Replacement Bulbs should be replaced after every 2-3 harvests for 
optimal results. 
Replacement Mylar light reflectors $2.00 
each. 
Replacement Mylar grow medium protectors 
each. 
Re-usable Plastic grow baskets 
each. 
Rockwool cubes (1 year supply) 1 bag. 
each. 
PH Test Kit 

$1.00 

$1.00 

$8.00 

$9.00 



each. 
PH Up Crystals 
PH Down Crystals 
ONA Neutralizer Gel (6 month supply) 

Recommended Nutrients: Required 2 weeks from seed germination. 

$10.00 
$10.00 
$25.00 

General Hydroponics Flora Series: Custom blend your nutrients with this 3 
part series with easy to read blending chart: 

• Grow: Stimulates structural and vegetative growth. Builds strong 
roots, provides nitrogen, phosphorous, potassium and secondary 
minerals. 

$17.00 per quart 

• Micro: The foundation of the "Building Block" system. Provides 
nitrogen, potassium, calcium and trace elements . Combine with Flora 
Gro and Flora Bloom. 

$20.00 per quart 

• Bloom: Stimulates flower and fruit development. Enhances flavor, 
aroma and essential oils. Provides high phosphorous, potassium, 
magnesium and sulphur. 

$17.00 per quart 
All of the above Grow, Micro & Bloom $50/set. 

All items shipped UPS Ground Service. 

Prices do not include shipping & may change without notice. 
Florida Residents add 6.5% Sales Tax. 

Box 3 Manufacturing Co., PO Box 4014, Anna Maria Island, FL 34216 


